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STANLEY Engineered Fastening policy is one of continuous product development and improvement
and we reserve the right to change the specification of any product without prior notice.

Nose Assemblies

Nose equipment varies according to the blind rivet type being installed. Each nose assembly represents a
unique set of components which can be ordered individually. Component numbers refer to the
illustration below. We recommend maintaining some stock of spares as items will need regular
replacement if worn. Read the Servicing Manual for nose assembly instructions.

Fitting instructions

Mounting the nosepiece

Select the correct nosepiece for the rivet to be installed. Reference the Accessories Manual for appropriate nose
equipment.

Tighten the nosepiece (A) into the nose housing (B) by turning it clockwise using 11 mm spanner.

Select the correct jaw pusher or jaw pusher assembly (R) and Tail Guide (V) that matches the Nose Piece selected.
Reference the Accessories Manual for appropriate nose equipment.

NOTE: The Tail Guide that comes installed on the tool as purchased matches the installed Nose Piece. Reference
the Accessories Manual for appropriate nose equipment for the actual Tail Guide part number.

Put the Tail guide (V) into the Spindle of the in Gear housing (AD). Put spindle clutch spring (AB) and spindle clutch
(AA) over the tail guide (V) and tighten Puling head assembly (AC) counter clockwise using a 24mm spanner.

Insert jaw pusher (R) into jaw pusher spring (S)

Reassemble jaw set (Q) and jaw guide (P) onto Pulling head (T)

NOTE: Do NOT use spanners to mount jaw guide (P) onto front clutch (U). Manual tightening of Jaw guide (P) is

enough to lock onto front clutch (U

PLACING SPECIFICATIONS PB2500 and PB3400



Placing capacity chart

PB3400
Rivet Type
4.8mm 6.0 mm 6.4mm 8.0/9.0
[3/167] [1/477] mm
OPEN END ° °
CLOSED END ° °
AVEX®/ . o
STAVEX®
AVINOX®/ . . .
AVIBULB®
HR/HT ° °
INTERLOCK® °
Hemlok®
KLAMPTITE®/ . o
KTR
BULBEX®/LS/T )
MONOBOLT® ° °
MULTIGRIP® °
PULLTHRU (PT
Q RIVET ° °
T LOK® °
T-RIVET °
AVSEAL® Il ° °




Nose piece chart

Rivet Rivet type Material (Body/mandrel)
Al/Al Al/St, Al/St NiCu/St, St/St, SS/St, SS/SS
NiCu/SS SS/SS
Avex® - TP124542 - - -
(61859
Bulbex®/TL TP124542 - - - -
(61855
KlampTite® BAPK - TP124546 - - -
(61803
KlampTite® BAPKTR - Hkkk - - -
Closed End TP124546 TP124546 - TP124546 TP124546
(61803 (61803 (61803 (61803
4.8 mm HR/HT Rivet TP124543 TP124542 - TP124543 TP124543
[ 3/ 16 (04414 (61855 (04414 (04414
HS Rivet - - - TP143648 -
(02762
AvVinox® - - - - TP124542
(61855
Avibulb® - - - TP124542 -
(61855
Interlock® TP143648 - - TP143648 TP143648
(02762 (02762 (02762
Monobolt® TP143650 - - TP143650 TP143650
(02764 (02764 (02764
UltraGrip® (UG) D typf TRMO00119 - - TRMO00119 | TRMO00119
(02766 (02766 (02766
UltraGrip® (UG) K tyg TP143648 - - TP143648 TP143648
(02762 (02762 (02762
Q Rivet TP124542 TP124542 - TP124542 TP124542
(61855 (61855 (61855 (61855
T Rivet - TP143648 - - -
(02762
T LOK® - - - TP124542 -
(61855
Open End TP124542 TP124542 TP124542 TP124542 TP124542
(61855 (61855 (61855 (61855 (61855
Stavex® - - - TP124542 TP124542
(61855 (61855
Avex® - TP144593* - - -
(02740% or
TP143646**
(02768**)
Avibulb (6mm) - - - TP144593* -
(02740% or
TP143646**
(02768*)
Avibulb XT® - - - TP143665 -
6.4 mm (02779
[ 1/ 4" AVinox®XT - - - - TP143665
(02776
KlampTite® BAPK - TP144593* - - -
(02740% or
TP143646**

(02768**)




Rivet type Material Rivet type Material Rivet type Material
(Body/mandre (Body/mandr (Body/mandre
1) el) )
KlampTite BAPKTR - ok - - -
Closed End - TP144640 - - -
(02760
HR/HT Rivet TP144593* - - TP144657 -
(02740% or (02772
TP143646**
(02768**)
HS Rivet TP144593* - - TP144593* -
(02740% or (02740% or
TP143646** TP143646**
(02768**) (02768**)
Hemlok® TP143646** - - TP143646**
(02768**) (02768**)
Interlock® TP143646** - - TP143646** | TP143646**
(02768**) (02768**) (02768**)
Monobolt® TP143652** - - TP143652** | TP143652**
(02770**) (02770**) (02770*)
UltraGrip® (UG) D typ TRMO00115 - - TRMO00115 TRMO00115
(02774 (02779 (02779
UltraGrip® (UG) K typ| TP143646** - - TP143646** | TP143646**
(02768**) (02768**) (02768**)
Q Rivet TP144593* TP144593* - TP144593* TP144593*
(02740% or (02740% or (02740% or (02740% or
TP143646** | TP143646** TP143646** | TP143646**
(02768**) (02768**) (02768**) (02768**)
T Rivet TP143646** - - -
(02768**)
Open End - TP144593* | TP144593* | TP144593* -
(02740% or (02740% or (02740% or
TP143646** | TP143646** | TP143646**
(02768**) (02768**) (02768**)
Stavex® - - - TP144593* -
(027407 or
TP143646**
(02768**)

*Included with the PB3400-NA, XE, XD standard tool kit
** Included with the PB3400-QW, GB standard tool kit
*** Included with the PB3400-NA standard tool kit

**** Kamp-Tite KTR series requires a Special Nosepiece, contact Applications Engineering




Jaw and Jaw pusher chart

Rivet Rivet type SA Nose Housing Jaw Pusher Jaw Pusher TailGuide
Spring
NA, QW, GB, XE | NA, XE, Xlﬂ QwW, GB NA, XE, QwW, GB
XD
Avex®
Bulbex®/TL
KlampTite® BAPK
KlampTite® TP143594*
BAPKTR (02780%
Closed End
HR/HT Rivet
HS Rivet
AVinox® TRMO00157 TP144600 TP144647**
4.8 mm Avibulb® (0275]) (02746) (02778**)
[3/1 Interlock®
Monobolt® TP143643**
UltraGrip (UG) D (02779*)
type
UltraGrip (UG) K
type
T Rivet
Q Rivet TP143594*
T LOK® (02780%
Open End
Stavex®
Avex® TP143594* TP144 TP144
Avibulb® (6mm) (02780% 595* 659*
(02743% TP144 (02748% TP144
655+ 647"
Avibulb® XT TP143643*** TP144655 | (02753**) TP144 (02779*
AVInOX®XT (02779***) (02753 647
QW (02778 Qw
KlampTite® BAPK TP143594* GB TP144 GB
KlampTite® (02780*)(n2§epiece type TP144 only 659 only
6.4 mm BAPKTR TP143643%* 595* (02748
[ 1/ 4 (02779***) (nosepiece (02743*)
type B)
Closed End
HR Rivet Al/St TP143594*
HR/HT Rivet (02780% TP144655 TP144
St/St & SS/SS (02753 TP144600 647
(02746) (02779
HS Rivet TP143594*
(02780*)(nosepiece type
A
Tp1436)43*** TP144
(02779***) (nosepiece TP144 659
type B) 595* (02748*
Hemlok® (02743%
Interlock® TP143643**
Monobolt® (02779*)
UltraGrip® (UG) D
type
UltraGrip® (UG) K
type




T Rivet

Q Rivet TP143594* (02780%)
Open End | (osehece ope
Stavex® (02779***) (nosepiece
type B)
Rivet Rivet type SA Nose Housing Jaw Pusher Jaw Pusher TailGuide
Spring
NA, QW, GB, XE | NA, XE, X QW, GB NA, XE, | QW, GB
XD

*Included with the PB3400-NA, XE, XD standard tool kit
** Included with the PB3400-QW, GB standard tool kit
*** Included with the PB3400-NA,QW, GB standard tool kit
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STANLEY Engineered Fastening
Nippon POP Rivets & Fastening Ltd.
Kioicho Park Builing 302

3-6 Kioicho, Chiyoda-Ku

102-0094, Tokyo, Japan

Tel. +81 3 3265 7291

Fax +81 3 3265 7298

Find your closest STANLEY Engineered Fastening location on ww.StanleyEngineeredFastening.com/contact
For an authorized distributor nearby please check www.StanleyEngineeredFastening.com/econtact/
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