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All rights reserved.

The information provided may not be reproduced and/or made public in any way and through any means 
(electronically or mechanically) without prior explicit and written permission from STANLEY Engineered 
Fastening. The information provided is based on the data known at the moment of the introduction of this 

STANLEY Engineered Fastening. Therefore, STANLEY Engineered Fastening cannot be held liable for any damage 
resulting from deviations from the original specifications of the product.

The information available has been composed with the utmost care. However, STANLEY Engineered Fastening 
will not accept any liability with respect to any faults in the information nor for the consequences thereof. 
STANLEY Engineered Fastening will not accept any liability for damage resulting from activities carried out 

Fastening should not be considered as being free, pursuant to the legislation with respect to the protection of 
trade marks.



3

E N G L I S H

CONTENT

2. Technical Data...........................................................................................................................................................................................7

3. Definitions: Safety Guidelines ............................................................................................................................................................7

4. General Power Tool Safety Warnings ..............................................................................................................................................7

5. Additional Specific Safety Rules for Blind rivet tools ..............................................................................................................9

6. Residual Risks ..........................................................................................................................................................................................9

7. Markings on Tool ....................................................................................................................................................................................9

8. Important Safety Instructions for All Battery Chargers .........................................................................................................9

9. Chargers ..................................................................................................................................................................................................10

10. Chargers Procedures ..........................................................................................................................................................................10

11. Charging Process .................................................................................................................................................................................10

12. Hot/Cold Pack Delay ..........................................................................................................................................................................10

13. Important Safety Instructions for All Battery Packs .............................................................................................................10

14. Battery Packs .........................................................................................................................................................................................11

15. Storage Recommendations ............................................................................................................................................................11

16. Labels on Charger and Battery Pack ...........................................................................................................................................11

17. Package contents ................................................................................................................................................................................12

18. Description .............................................................................................................................................................................................12

19. Intended use .........................................................................................................................................................................................12

20. Electrical Safety ....................................................................................................................................................................................12

21. Using an Extension Cable ................................................................................................................................................................12

22. Assembly & Adjustments .................................................................................................................................................................13

23. Inserting and Removing the Battery Pack from the Tool ..................................................................................................13

24. Belt Hook and Bit Clip .......................................................................................................................................................................13

25. Operation ................................................................................................................................................................................................13

26. Proper Hand Position.........................................................................................................................................................................13

27. Tool Setup & Mandrel Collection..................................................................................................................................................13

28. Use .............................................................................................................................................................................................................14

29. Cleaning and Maintenance .............................................................................................................................................................14

30. Cleaning ..................................................................................................................................................................................................14

31. Optional Accessories..........................................................................................................................................................................14

32. Protecting the Environment ...........................................................................................................................................................15

33. Rechargeable Battery Pack .............................................................................................................................................................15

36. Parts List ..................................................................................................................................................................................................16

37. Exploded View Diagram ...................................................................................................................................................................18

38. Nose piece, Jaw and Jawpusher chart .......................................................................................................................................19

39. Trouble shooting guide ....................................................................................................................................................................22



A

B

C D
E F

G H

I
Serial no.

M

6.4[1/4”]

K2

K

O P

Q

K

Figure1

Figure2 Figure3

4



Figure4

5

24

R

S

T

U
V

W

AA

AB

Z

AA

AC

AB, Z

E
X
D

A B

Y A

Y
A

J

Figure7Figure6

Figure8

Figure5

Figure10

Figure9

AD

AE

14

A
B

23

27

C

B



6

E N G L I S H

081CBE 0043BP381CBE/181CBE 0043BPledoM
]92.5[ 4.2]36.4[ 1.2]sbl[ gkthgieW
]2.31[ 633]2.31[ 633]ni[ mmhtgneL
]8.01[ 572]0.10[ 552]ni[ mmthgieH
]181.1[ 03]181.1[ 03]ni[ mmekortS

]7404[ 000,18]7404[ 000,18]fbl[ NecroF gnilluP
Rivet Range nom. dia. size 6 (ø 4.8 [3/16”]) thru size 8 (ø 6.4 [1/4”])

Estimated Rivets per Charge*

Nom. Rivet Dia. EBC181 battery
(18 V, 1.5 Ah)

EBC183 battery
(18 V, 2.0 Ah)

EBC180 battery
(18 V, 3.0 Ah)

size 6 ø 4.8 [3/16]   700                                             1,000                                           1,500
size 8 ø 6.4 [1/4]  350                                                  500                                               750

depending on rivet material, tool/battery condition and work environment.

Placing capacity for different type rivets

Rivet Type

PLACING CAPACITY

4.0 mm 4.8 mm
[3/16"]

5.0 mm 6.0 mm 6.4 mm
[5/32"]

7.0 mm
[1/4"]

8.0 mm 9.0 mm 10.0 mm

OPEN END

CLOSED END **

**

AVEX®/STAVEX®

AVINOX®/AVIBULB®

**

HR/HT

**

INTERLOCK®

**

KLAMP-TITE®

BULBEX®/LS/TL

MONOBOLT®

Q RIVET

T LOK®

T-RIVET

AVSEAL® II

* Non Standard Nose Piece required

** Non Standard Nose Piece, Jaw pusher and Tail guide required

 Contact STANLEY Engineered Fastening, Applications Engineering for assistance

[5/16"]

*

*

**

*

**

**

** *

**

**

*
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BATTERY TOOL FOR BLIND RIVETS

PB3400

Congratulations!

thorough product development and innovation make 
POP® one of the most reliable partners for professional 
blind rivet tool users.

2. Technical data
0043BP   

81 V egatloV

2  epyT

noI-iL  epyT yrettaB

Weight (without battery pack) kg 1.73

 

Noise level <75 )A(Bd   

Vibration 5.2< ²s/m  

The vibration emission level given in this information 
sheet has been measured in accordance with 

used to compare one tool with another. It may be 

   WARNING: The declared vibration emission 
level represents the main applications of the 
tool. However if the tool is used for different 
applications, with different accessories or 
poorly maintained, the vibration emission 
may differ. This may significantly increase 
the exposure level over the total working 
period.

   An estimation of the level of exposure to 
vibration should also take into account the 
times when the tool is not used or when it is 

may significantly reduce the exposure level 
over the total working period.

   Identify additional safety measures to 
protect the operator from the effects of 
vibration such as: maintain the tool and 
the accessories, keep the hands warm, 
organisation of work patterns.

081CBE/381CBE/181CBE  kcap yrettaB

snoisrev lla   
Battery type  Li-Ion

Voltage V
DC

 18

Capacity Ah 1.5/2.0/3.0

Weight kg 0.35/0.37/0.64

Charging duration min 30/35/60

Charger  EBC101 EBC105

EX/BG/WQ AN   
Battery Type  Li-Ion Li-Ion

Battery type Mains voltage V
AC

 120 230

Input Frequency Hz 60 50

Weight kg 0.55 0.55

Fuses

 nitions: Safety Guidelines

The definitions below describe the level of severity 
for each signal word. Please read the manual and pay 
attention to these symbols.

   DANGER: Indicates an imminently 
hazardous situation which, if not avoided, 
will result in death or serious injury.

   CAUTION:

hazardous situation which, if not avoided, 
may result in minor or moderate injury.

   WARNING: 

hazardous situation which, if not avoided, 
could result in death or serious injury.

   NOTICE: not related to 

personal injury which, if not avoided, may 
result in property damage.

  Denotes risk of electric shock

  Denotes risk of fire

 ytefaS looT rewoP lareneG  .4

Warnings

    WARNING: To reduce the risk of injury, read 
the instruction manual.

   WARNING! Read all safety warnings 

and all instructions. Failure to follow the 
warnings and instructions may result in 
electric shock, fire and/or serious injury.

a standardised test given in EN 60745 and may be 

used for a preliminary assessment of exposure.
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SAVE ALL WARNINGS AND INSTRUCTIONS 

FOR FUTURE REFERENCE

The term “power tool” in the warnings refers to your 
mains-operated (corded) power tool or battery-operated 
(cordless) power tool.

 KROW  1.4 AREA SAFETY

a) Keep work area clean and well lit. Cluttered or 
dark areas invite accidents.

b) Do not operate power tools in explosive 

atmospheres, such as in the presence of 

flammable liquids, gases or dust. Power tools 
create sparks which may ignite the dust or fumes.

c) Keep children and bystanders away while 

 Distractions can cause 
you to lose control.

4.2  ELECTRICAL SAFETY

a) Avoid body contact with earthed or grounded 

surfaces such as pipes, radiators, ranges and 

refrigerators. There is an increased risk of electric 
shock if your body is earthed or grounded.

b) Do not expose power tools to rain or wet 

conditions.

increase the risk of electric shock.

4.3  PERSONAL SAFETY

a) Stay alert, watch what you are doing and 

tired or under the influence of drugs, alcohol 

or medication.

operating power tools may result in serious 
personal injury.

b) Use personal protective equipment. Always 

wear eye protection. Protective equipment 
such as dust mask, non-skid safety shoes, hard 
hat, or hearing protection used for appropriate 
conditions will reduce personal injuries.

c) Prevent unintentional starting. Ensure the 

switch is in the off-position before connecting 

to the power source and/or battery pack, 

picking up or carrying the tool. Carrying power 
tools with your finger on the switch or energising 
power tools that have the switch on invites 
accidents.

d) Remove any adjusting key or wrench before 

turning the power tool on.

may result in personal injury.
e) Do not overreach. Keep proper footing and 

balance at all times. This enables better control 
of the power tool in unexpected situations.

f) Dress properly. Do not wear loose clothing 

or jewellery. Keep your hair, clothing and 

gloves away from moving parts. Loose clothes, 
jewellery or long hair can be caught in moving 
parts.

ERAC DNA ESU LOOT REWOP  4.4

a) Do not force the power tool. Use the correct 

power tool for your application. The correct 
power tool will do the job better and safer at the 
rate for which it was designed.

b) Do not point the tool at anyone or look 

directly at the front of the tool while the 

battery is installed. Debris can eject from the 
front of the tool when activated.

c) Do not use the power tool if the switch does 

not turn it on and off. Any power tool that 
cannot be controlled with the switch is dangerous 
and must be repaired.

d) Disconnect the plug from the power source 

and/or the battery pack from the power tool 

before making any adjustments, changing 

accessories, or storing power tools. Such 
preventive safety measures reduce the risk of 
starting the power tool accidentally.

e) Store idle power tools out of the reach of 

children and do not allow persons unfamiliar 

with the power tool or these instructions 

to operate the power tool. Power tools are 
dangerous in the hands of untrained users.

f) Maintain power tools. Check for 

misalignment or binding of moving parts, 

breakage of parts and any other condition 

If damaged, have the power tool repaired 

before use. Many accidents are caused by poorly 
maintained power tools.

g) Keep cutting tools sharp and clean. Properly 
maintained cutting tools with sharp cutting 
edges are less likely to bind and are easier to 
control.

h) Use the power tool, accessories and tool bits 

etc., in accordance with these instructions 

taking into account the working conditions 

and the work to be performed. Use of the 
power tool for operations different from those 

ERAC DNA ESU LOOT YRETTAB  5.4

a) Recharge only with the charger specified by 

the manufacturer.

when used with another battery pack.
b) Use power tools only with specifically 

designated battery packs. Use of any other 

c) When battery pack is not in use, keep it away 

from other metal objects like paper clips, 

coins, keys, nails, screws or other small metal 

one terminal to another. Shorting the battery 

d) Under abusive conditions, liquid may be 

ejected from the battery, avoid contact. If 
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contact accidentally occurs, flush with water. 

If liquid contacts eyes, additionally seek 

medical help. Liquid ejected from the battery 

may cause irritation or burns.

4.6  SERVICE

a) 
repair person using only identical 

replacement parts. This will ensure that the 
safety of the power tool is maintained.

 c Safety Rules 

for Blind rivet tools

  Hold power tool by insulated gripping surfaces 

when performing an operation where the 

fastener may contact hidden wiring. Fasteners 

parts of the power tool “live” and could give the 
operator an electric shock.

sksiR laudiseR  .6

In spite of the application of the relevant safety 
regulations and the implementation of safety devices, 
certain residual risks cannot be avoided. These are:

 - Impairment of hearing.

 - Risk of personal injury due flying particles.

 - Risk of burns due to accessories becoming hot 
during operation.

 - Risk of personal injury due to prolonged use.

looT no sgnikraM  .7

The following pictograms are shown on the tool:

   Read instruction manual before use.

  Discard the tools with due care for the 
environment.

DATE CODE POSITION

The Battery Date Code, which also includes the year of 
manufacture, is printed into the housing surface that 
forms the mounting joint between tool and battery.

 rof snoitcurtsnI ytefaS tnatropmI  .8

All Battery Chargers

SAVE THESE INSTRUCTIONS: This manual contains 
important safety and operating instructions for the 
EBC105 battery charger.

  Before using the charger, read all instructions and 
cautionary markings on charger, battery pack and 
product using the battery pack.

   WARNING: Shock hazard. Do not allow any 
liquid to get inside charger. Electric shock 
may result.

   CAUTION: Burn hazard. To reduce the risk 
of injury, charge only POP® rechargeable 
battery packs. Other types of batteries may 
overheat and burst resulting in personal 
injury and property damage.

   CAUTION: Children should be supervised 
to ensure that they do not play with the 
appliance.

   NOTICE: Under certain conditions, with the 
charger plugged in to the power supply, 
the exposed charging contacts inside the 
charger can be shorted by foreign material. 

such as, but not limited to, steel wool, 
aluminium foil or any build-up of metallic 
particles should be kept away from charger 
cavities. Always unplug the charger from 
the power supply when there is no battery 
pack in the cavity. Unplug charger before 
attempting to clean.

  DO NOT attempt to charge the battery pack with 

any chargers other than the ones in this manual. 
The charger and battery pack are specifically 
designed to work together.

  These chargers are not intended for any 

uses other than charging POP® rechargeable 

batteries. Any other uses may result in risk of fire, 
electric shock or electrocution.

  Do not expose charger to rain or snow. Pull 

by plug rather than cord when disconnecting 

charger. This will reduce risk of damage to electric 
plug and cord.

  Make sure that cord is located so that it will 

not be stepped on, tripped over or otherwise 

subjected to damage or stress. Do not use an 

extension cord unless it is absolutely necessary. 
Use of improper extension cord could result in risk of 
fire, electric shock or electrocution.

  outdoors, always 

suitable for outdoor use.

outdoor use reduces the risk of electric shock.

  Do not block the ventilation slots on the charger. 
The ventilation slots are located on the top and sides 

from any heat source.

  Do not operate charger with damaged cord or 

plug — have them replaced immediately.

  
blow, been dropped or otherwise damaged in 

any way. Take it to an authorised service centre.
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  Do not disassemble the charger; take it to an 

authorised service centre when service or repair 

is required.

of electric shock, electrocution or fire.

  In case of damaged power supply cord the 
supply cord must be replaced immediately by the 
manufacturer, its service agent or similar qualified 
person to prevent any hazard.

  Disconnect the charger from the outlet before 

attempting any cleaning. This will reduce the 

risk of electric shock. Removing the battery pack 
will not reduce this risk.

  NEVER attempt to connect 2 chargers together.

  The charger is designed to operate on the 

voltage specified in the Charger Specifications 

chart. Do not attempt to use it on any other 

voltage. Refer to your Charger Model No. for the 
correct specification.

SAVE THESE INSTRUCTIONS

sregrahC  .9

The EBCB105 charger accepts EBC180, EBC181 & 
EBC183, 18 V Li-Ion battery packs.

This charger requires no adjustment and is designed 
to be as easy as possible to operate.

 g. 2)

 1. Plug the charger into an appropriate outlet 
before inserting the battery pack. (Refer to the 
Charger Specifications)

 2. Insert the battery pack (K) into the charger, 
making sure the pack is fully seated in the 
charger. The red (charging) light will blink 
continuously indicating that the charging-
process has started.

 3. The completion of charge will be indicated by 
the red light remaining ON continuously. The 
pack is fully charged and may be used at this 
time or left in the charger.

NOTE: To ensure maximum performance and life of 

of 10 hours before first use.

ssecorP gnigrahC  .11

Refer to the table below for the state of charge of the 
battery pack.

State of charge
charging –– –– –– ––

fully charged –––––––––––––––––

hot/cold pack delay ––  ––  ––  –– 

State of charge

x problem pack or charger             

problem power line      

The charger will indicate faulty battery by refusing to 
light or by displaying problem pack or charger blink 
pattern.

NOTE:

and battery pack to be tested at an authorised service 
centre.

yaleD kcaP dloC/toH  .21

delay, suspending charging until the battery has 
reached an appropriate temperature. The charger then 
automatically switches to the pack charging mode. 
This feature ensures maximum battery life. STANLEY 
Engineered Fastening Li-Ion tools are designed with 
an Electronic Protection System that will protect the 
battery against overloading, overheating or deep 
discharge. The tool will automatically turn off if the 
Electronic Protection System engages. If this occurs, 
place the Li-Ion battery on the charger until it is fully 

will charge at that slower rate throughout the entire 
charging cycle and will not return to maximum charge 
rate even if the battery warms.

 snoitcurtsnI ytefaS tnatropmI  .31

for All Battery Packs

When ordering replacement battery packs, be sure to 
include the catalogue number and voltage.

The battery pack is not fully charged out of the carton. 
Before using the battery pack and charger, read the 
safety instructions below and then follow the charging 
procedures outlined.

READ ALL INSTRUCTIONS

  Do not charge or use the battery pack in 

explosive atmospheres, such as in the presence 

of flammable liquids, gases or dust. Inserting or 
removing the battery pack from the charger may 
ignite the dust or fumes.

  Never force the battery pack into charger. Do 

not modify the battery pack in any way to fit 

may rupture causing serious personal injury.

  Charge the battery packs only in designated POP® 
chargers.
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  DO NOT splash or immerse in water or other liquids.

  Do not store or use the tool and battery pack in 

locations where the temperature may reach or 

exceed 40 °C (105 °F) (such as outside sheds or 

metal buildings in summer).

  For best results, make sure the battery pack is fully 
charged before use.

   WARNING: Never attempt to open the 
battery pack for any reason. If the battery 
pack case is cracked or damaged, do not 
insert it into the charger. Do not crush, 
drop or damage battery pack. Do not use 

damaged in any way (e.g., pierced with 

Electric shock or electrocution may result. 
Damaged battery packs should be returned 
to the service centre for recycling.

CAUTION: When not in use, place tool on 

 
Some tools with large battery packs will 
stand upright on the battery pack but may 
be easily knocked over.

SPECIFIC SAFETY INSTRUCTIONS FOR LITHIUM 

  Do not incinerate the battery pack even if it is 

severely damaged or is completely worn out. 

and materials are created when lithium ion battery 
packs are burned.

  If battery contents come into contact with the 

skin, immediately wash the area with mild soap 

and water. If the battery liquid gets into the eye, 
rinse water over the open eye for 15 minutes or until 
irritation ceases. If medical attention is needed, the 

organic carbonates and lithium salts.

  Contents of opened battery cells may cause 

respiratory irritation. Provide fresh air. If 
symptoms persist, seek medical attention.

WARNING: Burn hazard. Battery liquid may 
be flammable if exposed to spark or flame.

skcaP yrettaB  .41

BATTERY TYPE

The PB2500 operates on 18 volt battery pack. EBC180, 
EBC181 & EBC183 battery packs may be used. Refer to 
Technical Data for more information.

snoitadnemmoceR egarotS  .51

 1. The best storage place is one that is cool and 
dry away from direct sunlight and excess heat 
or cold. For optimum battery performance and 
life, store battery packs at room temperature 
when not in use.

 2. For long storage, it is recommended to store 

out of the charger for optimal results.

NOTE: Battery packs should not be stored completely 
depleted of charge. The battery pack will need to be 
recharged before use.

 yrettaB dna regrahC no slebaL  .61

Pack

In addition to the pictographs used in this manual, the 
labels on the charger and the battery pack show the 
following pictographs.

  Read instruction manual before use.

 Battery charging.

 Battery charged.

 Hot/cold pack delay.

x  Problem pack or charger.

 Problem power line.

 Do not probe with conductive objects.

  Do not charge damaged battery packs.

 srehtO .skcap yrettab ®POP htiw ylno esU  
may burst causing personal injury and 
damage.

  Do not expose to water. 

  Have defective cords replaced immediately.

 Charge only between 4 °C and 40 °C.

  Discard the battery pack with due care for 
the environment.
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  Do not incinerate the battery pack.

  Charges Li-Ion battery packs.

 See Technical Data for charging time.

 Only for indoor use.

stnetnoc egakcaP  .71

The package contains:

 1 PB2500 tool with nose piece size ø 6.4 [1/4”]

 1 Charger 20 V max.

 1 Battery 18 V Lithium Ion
 1 Instruction Manual

NOTE:

  Check for damage to the tool, parts or accessories 
which may have occurred during transport.

  Take the time to thoroughly read and understand 
this manual prior to operation.

 g. 1)

Components Fig. 1 , 2 & 3

 A. Nose Pieces
 B. Nose housing
 C. Nose housing nut
 D. Collector lock
 E. Collector shutter
 F. Hook hole
 G. Motor housing
 H. Exhaust vent
 I. Handle
 J. Switch
 K. Battery Pack 1.5/2.0 Ah
 K2. Battery Pack 3.0 Ah

 M. Manual
 O. Charger lamp
 P. Charger
 Q. Battery charger connection

Components Fig. 4, 5, 6, 7, 8, 9 & 10

 R. Jaw guide
 S. Jaws
 T. Jaw pusher

 U. Jaw pusher spring
 V. Pulling head
 W. Jaw case lock
 X. Mandrel collector
 Y. Blind rivet

19. INTENDED USE

This blind riveting power tool is designed for 
professional blind rivet setting applications.

   WARNING: Never modify the power tool or 
any part of it. Damage or personal injury 
could result.

DO NOT use under wet conditions or in presence of 
flammable liquids or gases.

DO NOT let children come into contact with the tool. 
Supervision is required when inexperienced operators 
use this tool.

  This product is not intended for use by persons 
(including children) suffering from diminished 
physical, sensory or mental abilities, or for lack 
of experience and/or for want of knowledge 

responsible for their safety. Children should never 
be left alone to play with this product.

ytefaS lacirtcelE  .02

The electric motor has been designed for one voltage 
only. Always check that the battery pack voltage 
corresponds to the voltage on the rating plate. 
Also make sure that the voltage of your charger 
corresponds to that of your mains.

  Your POP® charger is double insulated in 
accordance with EN 60335; therefore no 
earth wire is required.

If the supply cord is damaged, it must be replaced by 

service organisation.

elbaC noisnetxE na gnisU  .12

An extension cord should not be used unless 
absolutely necessary. Use an approved extension 
cable suitable for the power input of your charger 

 Z. Tail guide
 AA. Spindle clutch

 AE. Gear housing
 AD. Spindle
 AC. Pulling head assembly
 AB. Spindle clutch spring
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(see technical data). The minimum conductor size is 
1.5 mm²; the maximum length is 30 m. When using 

STNEMTSUJDA & YLBMESSA  .22

   WARNING: Prior to assembly and 
adjustment, always remove the battery 
pack. Always switch off the tool before 
inserting or removing the battery pack.

   WARNING: Use only POP® battery packs 
and chargers.

 eht gnivomeR dna gnitresnI  .32

Battery Pack from the Tool 

NOTE: For best results, make sure your battery pack is 
fully charged. The light will shut off without warning 
when the battery is fully discharged.

TO INSTALL THE BATTERY PACK INTO THE 

HANDLE

 1. Align the battery pack (K) with the rails inside 

 2. Slide it into the handle until the battery pack is 
firmly seated in the tool and ensure that it does 
not disengage.

TO REMOVE THE BATTERY PACK FROM TO THE 

HANDLE

 1. Press battery release button and firmly pull the 
battery pack out of the tool handle.

 2. Insert battery pack into the charger as 
described in the charger section for this 
manual. 

pilC tiB dna kooH tleB  .42

   WARNING: To reduce the risk of serious 

personal injury, DO NOT suspend tool 
overhead or suspend objects from the belt 
hook. ONLY

   WARNING: To reduce the risk of serious 

personal injury, ensure the screw holding 
the belt hook is secure.

IMPORTANT: When attaching or replacing the belt 
hook or bit clip, use only the screw that is provided. Be 
sure to securely tighten the screw. The belt hook and 
bit clip can be attached to either side of the tool using 
only the screw provided, to accommodate left- or 
right-handed users. If the hook or bit clip is not desired 
at all, it can be removed from the tool. To move belt 
hook or bit clip, remove the screw that holds it in 
place then reassemble on the opposite side. Be sure to 
securely tighten the screw.

NOITAREPO  .52

Instructions for Use

   WARNING: Always observe the safety 
instructions and applicable regulations.

   WARNING: To reduce the risk of serious 

personal injury, disconnect battery 

pack before making any adjustments 

or removing/installing attachments or 

accessories.

noitisoP dnaH reporP  .62

   WARNING: To reduce the risk of serious 
personal injury, ALWAYS use proper hand 
position.

   WARNING: To reduce the risk of serious 
personal injury, ALWAYS hold securely in 

Proper hand position requires one hand on the main 
handle fig. 1- (I).

noitcelloC lerdnaM & puteS looT  .72

   WARNING: Before adjusting tool, always 
remove the battery pack.

Opening and closing the mandrel collector (fig. 6)

  The mandrel collector is used to collect the rest 
mandrel. To open the the mandrel collector (X), 
slide the release button (D) towards the nose 
housing nut (C) and raise the cover (E).

  To close the the mandrel collector (X), lower the 
cover (E) until the release button (D) clicks into 
place.

Mounting the nosepiece (fig. 7)

  Select the correct nosepiece for the rivet to be 
installed Ref. Nose Piece chat.

  Tighten the nosepiece into the front sleeve. (B) by 
turning it clockwise using 11 mm spanner.

Mounting the jaw pusher and Tail guide(fig. 5)

  Select the correct jaw pusher or jaw pusher 
assembly (T) and Tail guide (Z) that matches 
the Nose Piece selected. Ref. Nose Piece chart.

  Insert small tube diameter into jaw pusher spring.
  Reassemble jaw set (S) and jaw case (R) onto pulling 

head (V).
  Note: Avoid spanners to mount jaw case (R) onto 

Pulling head (V). Jaw case (R) manual tightening 
is enough to lock jaw case (R) onto Jaw case lock (W).

  Put the tail guide (Z) into Spindle (AD) in SA
gear housing (AE) and tighten Pulling head assembly
(AC) counterclockwise using 24 mm spanner.
(Ref. fig5) 
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X

D

E

esU  .82

Place the rivet (fig. 8)

Place the blind rivet (Y) in the nose piece (A)

Position the tool (fig.10)

Switch operation (fig. 9)

 Pull and hold the switch (J) until the rivet is fully 
set in the application.

 If you release the switch (J) before the end of the 
setting stroke, the tool will immediately return 
to its initial position. If the blind rivet (Y) has not 
been set completely, repeat the previous steps.

 If the blind rivet (Y) has been set completely, 
release the switch (J). The tool will return to its 
initial position automatically. The mandrel is auto-
matically dropped into the mandrel collector (X).

Reset function (fig. 9)

If the tool does not move to its initial position after 
releasing the switch or stops during the setting 
stroke, reset the tool to home by quickly pulling and 
releasing the switch (J). If this does not work review 
the Troubleshooting Guide.

ecnanetniaM dna gninaelC  .92

  WARNING: Before cleaning and 
maintenance, always remove the battery 
pack.

 Keep the ventilation openings free from dust and 

dust and dirt from the ventilation openings.

Emptying the mandrel collector

The mandrel collector must be emptied depending on 
the size of the blind rivets used.

Nom. Rivet Dia. Approx. Capacity
4.8 mm [3/16“] 200
6.4 mm [1/4“]   100

 Open the mandrel collector (X).

empty the mandrel collector (X).

  Close the mandrel collector (X).

gninaelC  .03

   WARNING: Blow dirt and dust out of the 
main housing with dry air as often as dirt 
is seen collecting in and around the air 
vents. Wear approved eye protection and 
approved dust mask when performing this 
procedure.

   WARNING: Never use solvents or other 
harsh chemicals for cleaning the non-
metallic parts of the tool. These chemicals 
may weaken the materials used in these 

water and mild soap. Never let any liquid 
get inside the tool; never immerse any part 

CHARGER CLEANING INSTRUCTIONS

   WARNING: Shock hazard. Disconnect the 
charger from the AC outlet before cleaning. 
Dirt and grease may be removed from the 

non-metallic brush. Do not use water or any 
cleaning solutions.

Cleaning the Nose Housing & Jaw Case (fig. 4 & 5)

  Loosen the nose housing nut (C). Remove the 
nose housing (B).

  Press the jaw case lock (W) and loosen the jaw 
guide (R). Release the jaw case lock (W).

  Remove the jaws (S) and the jaw pusher (T).

  Remove the spring (U).

  Clean the inside of the nose housing (B) using 

  Clean the clamping jaws (S) and the jaw pusher 

(S) and the jaw pusher (T).

  Apply grease to the inside of the jaw guide (R) 

Disulfide based grease is recommended.
  Mount the spring (U).

  Mount the jaw pusher (T) and the jaws (S).

  Press the jaw case lock (W) and tighten the jaw 
guide (R). Release the jaw case lock (W).

  Mount the nose housing (B). Tighten the nose 
housing nut (C).

seirosseccA lanoitpO  .13

   WARNING: Since accessories, other than 
those offered by POP® have not been tested 
with this product, use of such accessories 
with this tool could be hazardous. To reduce 
the risk of injury, only POP® recommended 

      (T) using a dry cloth. If necessary, replace the jaws

      Clean the pulling head (V) using a dry cloth.

      a dry cloth.

      where the jaws (S) make contact. A Molybdenum
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accessories should be used with this 
product.

Consult your dealer for further information on the 
appropriate accessories.

   WARNING: To reduce the risk of serious 

personal injury, disconnect battery 

pack before making any adjustments 

or removing/installing attachments or 

accessories.

Maintenance Frequency

ycneuqerFmetI

Clean & lubricate Nose Housing & 
Jaw Case

5,000 rivets

Clean & grease Ball Screw and 
Thrust Bearing

50,000 rivets*

*Recommend contacting authorized service centre

tnemnorivnE eht gnitcetorP  .23

  Separate collection. This product must not 
be disposed of with normal household 
waste.

Should you find one day that your POP® product 
needs replacement, or if it is of no further use to you, 
do not dispose of it with household waste. Make this 
product available for separate collection.

  Separate collection of used products and 
packaging allows materials to be recycled 
and used again. Re-use of recycled 
materials helps prevent environmental 
pollution and reduces the demand for raw 
materials.

Local regulations may provide for separate collection 
of electrical products from the household, at 
municipal waste sites or by the retailer when you 

You can check the location of your nearest authorised 
repair agent by contacting your local POP® office at 
the address indicated in this manual. Alternatively, 

of our after-sales service and contacts are available on 
the Internet at: 
www.StanleyEngineeredFastening.com.

kcaP yrettaB elbaegrahceR  .33

This long life battery pack must be recharged when it 
fails to produce sufficient power on jobs which were 
easily done before. At the end of its technical life, 
discard it with due care for our environment:

  Run the battery pack down completely, then 
remove it from the tool.

  Li-Ion cells are recyclable. Take them to your 

battery packs will be recycled or disposed of 
properly.
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36. Parts List

NO Part 

Number

Description

C 1 TP144-593 SA Nosepiece, 6.4 mm [1/4”] size, Marking “811”

C 2 DPN900-074 O-Ring

3 (See item 1) Nosepiece

C 4 TP144-645           Pin

C 9 DPN276-001 Jaw Guide

C 10 PRG540-44           Jaws - One Set (3)

C 11 TP144-595            SA Jaw Pusher, 6.4 mm [1/4"] size, Marking “8”

12 (See item 11) Jaw Pusher

13 TP144-597 O Ring

C 14 TP144-600 Jaw Pusher Spring 

C 15 TP144-602 O Ring

17 TP143-601           Pulling Head Assembly

18 TP143-611           Spindle Clutch

19 TP144-676 Spindle Clutch Spring

20 TP144-659           Tail Guide, 6.4mm[1/4”] size, Marking “8”

21 TP143-612           Gear Housing Assembly

29 TP143-620 SA Second Shaft

30 TP143-625 SA Planetary Carrier

31 N112877 Gear, Ring

32 TP124-511 O Ring

33 TP152-519 SA Motor and Module, PB3400

35 TP144-681 Mandrel Plate

36 TP114-676 Shutter Guide Sleeve

37 TP114-677 Collector Shutter Lock Spring

38 TP124-532 Collector Lock

39 TP143-627 Collector Shutter

41 TP124-513 Cross Recessed Pan Head Tapping Screw

42 TP124-514 Cross Recessed Pan Head Tapping Screw

C

C

C

C
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NO Part 

Number

Description

C 59 EBC183-(  ) 2.0 Ah Battery, NA, QW, XE (Use QW with model no. 3400-GB)

60
EBC101-NA Battery Charger, NA

EBC105-(  ) Battery Charger, GB,QW,XE (Ref. PB3400-(  ) model no.)

62 TP133-570 SA Nose Housing

C * EBC-181(  ) 1.5 Ah Battery, NA, QW, XE (use QW with model no. PB3400- GB)

C * EBC-180(  ) 3.0 Ah Battery, NA, QW, XE (use QW with model no. PB3400-GB)

* PNT132-600 Hook, PB2500

"C" Marked Parts are Consumable Not Warranted

 Marked Parts are Optional, Not offered as Standard Equipment

Select Part Number based on Tool Model Number: PB3400-NA, QW, GB, XE

*

63

64 

TP143-643

(see charts)

*

*

SA Nose Housing

SA NosepieceC
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37. Exploded View Diagram
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38. Nosepiece, Jawpusher and Tail guide charts

Nosepiece selection chart with Rivet Retaining function

Al/Al
Al/St,

Al/SS

NiCu/St,

NiCu/SS
St/St, SS/St SS/SS

Avex - TP124-542 - - -

Avibulb - - - TP124-542 -

Avinox - - - - TP124-542

Bulbex /TL TP124-542 - - - -

Klamp-Tite
 
BAPK seies - † - - -

Klamp-Tite
 
BAPKTR seies - † - - -

Closed End TP124-546 TP124-546 - TP124-546 TP124-542

HR/HT Rivet TP124-543 TP124-542 - TP124-543 TP124-543

Interlock TP143-648** - - TP143-648** TP143-648**

Open End TP124-542 TP124-542 TP124-542 TP124-542 TP124-542

Stavex - - - TP124-542 TP124-542

Monobolt † - - † † 

Q Rivet TP124-542 TP124-542 - TP124-542 TP124-542

T-Lok - - - TP124-542 -

T-Rivet † - - - -

Avex - TP144-593* - - -

Avibulb  (6mm) - - - TP144-593* -

Avibulb
 
XT - - - † -

Avinox
 
XT - - - - † 

Klamp-Tite
 
BAPK seies - TP144-593* - - -

Klamp-Tite
 
BAPKTR seies - † - - -

Closed End - TP144-640 - - -

HR/HT Rivet TP144-593* - - TP144-657 -

Interlock TP143-646** - - TP143-646** TP143-646**

Hemlok TP143-646** - - TP143-646** -

Open End - TP144-593* TP144-593* TP144-593* -

Stavex - - - TP144-593* -

Monobolt TP143-652** - - TP143-652** TP143-652**

Q Rivet TP144-593* TP144-593* - TP144-593* TP144-593*

T-Rivet † - - - -

* Included with the standard tool kit

** Special SA Nose Housing TP143-643 required to use these Nosepiece

† Contact Stanley Engineered Fastening, Applications Engineering

Nosepiece Marking details

TP124-542 "614"

TP124-543 "6K"

TP124-546 "624"

TP143-646 "8F"

TP143-648 "6F"

TP143-652 "8M"

TP144-593 "811"

TP144-640 "822"

TP144-657 "8K"

Sise Rivet Type

Mterial (Body/Mandrel)

4.8mm

[3/16"]

6.4mm

[1/4"]
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Nosepiece selection chart without Rivet Retaining function

Al/Al
Al/St,

Al/SS

NiCu/St,

NiCu/SS
St/St, SS/St SS/SS

Avex - 07381-04701 - - -

Avibulb - - - PRN614 -

Avinox - - - - PRN614

Bulbex /TL PRN614 - - - -

Klamp-Tite
 
BAPK seies - 07312-02001 - - -

Klamp-Tite
 
BAPKTR seies - 71220-16060 - - -

Closed End PRN624 PRN624 - PRN614 PRN634

HR/HT Rivet PRN6K PRN614 - PRN6K PRN6K

Interlock PRN614 - - PRN614 PRN614

Open End PRN614 PRN614 PRN614 PRN614 PRN614

Stavex - - - PRN614 PRN614

Monobolt 71210-16020 - - 71210-16020 71210-16020

Q Rivet 07381-04701 07381-04701 - 07348-04701 07348-04701

T-Lok - - - 07381-04701 -

T-Rivet † - - - -

Avex - PRN811 - - -

Avibulb  (6mm) - - - PRN811 -

Avibulb
 
XT - - - 71233-15001 -

Avinox
 
XT - - - - 71233-15002

Klamp-Tite
 
BAPK seies - 07612-02001 - - -

Klamp-Tite
 
BAPKTR seies - 71220-16061 - - -

Closed End - PRN822 - - -

HR/HT Rivet PRN811 - - PRN8S PRN8S

Interlock PRN811 - - PRN811 PRN811

Hemlok 07612-02001 - - 07612-02001 -

Open End - PRN811 PRN811 PRN811 -

Stavex - - - 07612-02001 -

Monobolt 71220-16021 - - 71220-16021 71220-16021

Q Rivet PRN811 PRN811 - PRN811 PRN811

T-Rivet † - - - -

† Contact Stanley Engineered Fastening, Applications Engineering

Mterial (Body/Mandrel)

Sise Rivet Type

4.8mm

[3/16"]

6.4mm

[1/4"]
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Jaw, Jaw pusher and Tail Guide selection chart

Avex

Avibulb

Avinox

Bulbex /TL

Klamp-Tite
 
BAPK seies

Klamp-Tite
 
BAPKTR seies

Closed End

HR/HT Rivet (Al/Steel)

HR/HT Rivet (St/St, SS/SS)
TP144-595

(Marking"8")

TP144-659

(Marking"8")

Interlock

Open End

Stavex

Monobolt

Q Rivet

T-Lok

T-Rivet

Avex

Avibulb  (6mm)

Avibulb
 
XT

Avinox
 
XT

Klamp-Tite
 
BAPK seies

Klamp-Tite
 
BAPKTR seies

Closed End

HR/HT Rivet (Al/Steel)

HR/HT Rivet (St/St)
TP144-655

(Marking"8K")

TP144-647

(Marking"6,8K")

Interlock

Hemlok

Open End

Stavex

Monobolt

Q Rivet

T-Rivet

TP144-595

(Marking"8")

TP144-659

(Marking"8")

TP144-595

(Marking"8")

TP144-659

(Marking"8")

TP144-637

(Marking"6")

TP144-647

(Marking"6,8K")

TP144-595

(Marking"8")

TP144-659

(Marking"8")

TP144-655

(Marking"8K")

TP144-647

(Marking"6,8K")

Jaw pusher Tail Guide

TP144-637

(Marking"6")

TP144-647

(Marking"6,8K")

Sise Rivet Type

4.8mm

[3/16"]

6.4mm

[1/4"]

PRG540-44

Jaw



22

E N G L I S H

39. Troubleshooting guide

ydemeResuaCmotpmyS

Tool stops before rivet is fully set Setting load of rivet is beyond tool 
capacity.

Reset tool to home, remove rivet & 
use appropriate tool to set rivet.

Improper nosepiece selection. Reset tool to home, remove rivet & 
fit proper nose piece.

Battery pack has reached operating 
temperature limit through 
continuous use or defect.

Remove battery & allow to cool. 
Mount battery and reset tool to 
home.

Tool does not return to initial 
position when switch is released.

Electrical malfunction. Remove battery, wait 5 seconds and 
reinsert. Reset tool to home.

Tool does not operate when switch 
is pressed.

Battery is not fully seated Remove battery and re-insert. Reset 
tool to home.

Battery is not fully charged Charge battery
Battery pack has reached operating 
temperature limit through 
continuous use or defect.

Remove battery & allow to cool. 
Mount battery and reset tool to 
home.

Battery is defective Replace battery

*Reset tool to home: quickly pull & release the switch
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E
X
D

A B

Mount the nose piece (A).

 

Y A

Place the blind rivet (Y) in the nose 
piece (A).

Position the tool. 

Press and hold the switch (J) until 
blind rivet is fully set.

J

Close the lid (E) of the mandrel 
collector (X).

Y

A

B
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